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Type RSS-300A performance

wodel| RPM 1000mmAq 2000mmAq 3000mmAq 4000mmAq 5000mmAq 6000mmAq 7000mmAq
Qs La Po Qs La Po Qs La Po Qs La Po Qs La Po Qs La Po Qs La Po

700 | 51.6 | 14.1 ] 18.5] 49.0 | 24.2 | 30.0 | 46.9 | 35.1 | 45.0 | 45.1 | 44.0 | 55.0 | 43.7 | 55.7 [ 75.0 | 42.2 | 65.9 | 75.0 | 40.7 [ 76.1 90. 0
850 | 63.9 | 17.0 | 18.5]1 60.7 [ 29.2 ] 37.0 | 58.0 | 42.6 [ 55.0 | 55.9 | 53.3 | 75.0 ] 54.1 | 67.7 | 75.0 | 52.3 | 80.0 | 90.0 | 50.4 | 92.3 | 110.0
1000 | 76.8 | 19.5 | 22.0 | 74.0 | 34.0 | 45.0 | 72.0 | 47.3 | 55.0 | 70.1 [ 63.7 [ 75.0 ] 68.7 [ 76.9 [ 90.0 | 67.3 | 92.6 [ 132.0] 65.8 [ 108.3 | 132.0

gzg; 1150 | 90.0 ] 22.5 1 30.0 | 86.7 | 39.1 | 45.0 | 84.4 | 54.4 | 75.0 | 82.1 | 73.2 [ 90.0 | 80.7 | 88.4 [ 110.0| 78.9 | 106.4 | 132.0 ] 77.2 | 124.4 | 160.0
1300 | 101.6] 25.1 1 30.0 | 99.0 | 43.1 | 55.0 ] 96.9 | 63.2 | 75.0 | 95.1 | 80.4 [ 90.0 ] 93.5 [ 99.1 [ 132.0| 92.2 | 117.8 | 132.0] 90.9 | 136.4 | 160.0
1450 | 115.5] 28.0 | 37.0 | 112.6| 48.1 | 55.0 J 110. 1| 70.5 | 90.0 | 108.3 | 89.7 [ 110.0] 106.4 [ 110.6| 132.0| 104.8 | 134.0 | 160.0 ] 103.2 | 157.5 | 200.0
1550 | 126.0] 30.0 | 37.0 | 120.5| 51.4 | 75.0 | 120. 1 | 75.4 | 90.0 | 117.9| 95.9 [ 110.0] 115.6 [ 122. 4| 160.0 | 114.2 | 146.1 [ 200.0 | 112. 7| 169.8 | 200.0




